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[Please make sure to check before version upgrade.]

[Introduction]
This is the procedure manual for upgrading AFP7CCET1 to Ver1.03.

[Configuration setting]
1) Install the latest ConfiguratorWD.

The ConfiguratorWD (After Ver 1.71) is used for version upgrade. If you are using an older version
than Verl.71, please download the latest version from our website.

(Site URL http://panasonic-denko.co.jp/ac/e/fasys/software_info/common/tol_configwd.jsp)

2) Connect directly to a PC with an Ethernet cable.

Confirm that the Link LED of AFP7CCET1 light up.

3) Set an IP address that can be communicated with the PC.

[Recommended setting]
IP address of PC :192.168.1.100
IP address of AFP7CCET1 :192.168.1.5

4) Disable the firewall of PC.

Start > Settings > Control Panel > Windows Firewall
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Precaution |

Do not unplug the cable or turn off the power supply during the upgrade!

If the upgrade is failed, programs within the AFP7CCET1 may be damaged and may not be activated.

In that case, please contact our Sales Representative.

Procedure

STEP1

B! Configurator WD

parch Edit View Option Help

Start the ConfiguratorWD, and press the search button

for searching units.

o ?

1P Address

FP7 CCET1 192.168.1.5 '9094/9095

MAC Address

OFF FP7 CCET1 00:C0:8F:64:03:F8

o i

Computer : 192.168.1.100

Firm Version
1.00

B! Configurator WD

Eile Search Edit View QOption Help

Units are displayed.

Select the unit to be upgraded.

EIET X2

unit
FP7 CCET1 192.168.1.5 '9094/9095

MAC Address

OFF FP7 CCET1 00:C0:8F:64:03:F8

o m

Firm Version
1.00

Ready Computer : 192.168.1.100 4
STEP3 Press the “Ver.” Button for upgrading firmware.
‘Configurator WI p=
FEile Searcl it _ View Option Help
iR A '
Unit IP Address Port DHCP Type MAC Address Firm Version

192.168.1.5  9094/9095

FP7 CCET1

OFF FP7 CCET1 00:C0:8F:64:03:F8

o il

Ready

Computer : 192.168.1.100




STEP4 The pop-up appears.

T Select Firmuare == Select the firmware “FP7CCET1_V103.bin” for the
Look: | s V122 s e®er upgrade, and press the open button.
Mame Date medified Type Size
. FPTCCET1 V102.bin 11/4/2014 5:09 PM BIN File 192 KB §
File name IFP?CCET1_"J1:2 Open I
Files of type: I"v"ersionup firmware(" bin) ;I Cancel |
Access [nfomation to Unt——————
Password I *****
v
STEP5 [The upgrade starts.]
27 Confgurator W == =1 | Please wait without doing any other operations.
File Search Edit View Option Help
EY X2 (approx. 2 - 3 minutes)
Unit [P Address [ Port [oHce [ Type [ MAC Address Firm Version .
FP7 CCETL  192.168.1.5  9094/9095  OFF FZSCCHL 00:C0:8F:64:03:F8  1.00 A|th0ugh the screen of ConflguratorWD may be

ORI disturbed (freezing) during this process, please wait.
— |

When the upgrade is complete, the completion

message is displayed.

o m ] '

Ready Eomputer : 192,160,100 2] |Then, LINK LED of the unit is off for a moment, the unit
¥ Configurator WD =1 = | restart

File Search Edit View Option Help

Flazd

FP7 CCET1 192.168.1f | la:03:F8 1.00

A Succeeded in firmware transfer.
“7  Please search and confirm update contents.
(It take about 150 seconds for reboot)

o m ] v
Ready Computer : 192.168.1.100 Y
STEP6 Press the search button to check the version.
Configurator WD [nL=a l
Eile Search Edit View Option Help \i
Ll & o ‘ | [[The version has been upgraded]
i [1p Address  [Port DHCP | Type MAC Address || T werfion |
FP7 CCET1 192.168.1.5 9094/9095 OFF FP7 CCET1 DD:CD:SF:64:D3:F1 1.02 I The upg rade has been Succeeded
mThe operation has completed.m
[The version has not been upgraded]
The upgrade was failed. Check the operating
environment, and upgrade the unit again.
< ] v
Ready Computer : 192.168.1.100 4

[Units cannot be found by searching with the
ConfiguratorwbD.]
The internal program may be damaged.

Please contact our Sales Representative.




